WAC-Operating Instructions

1. Electrical connection

The voltage and current specifications for the machine are featured on the tag fixed on the side
of the machine.
2. First operation

Important: Before first use check oil level of the pump on the backside of the machine.
3. Control panel

To switch on By pressing the ON-button on the front panel the machine is ready to work.
The light of the switch will light up.

To adjust sealing The button for the sealing temperature is responsible for the sealing time of the heater bar.
temperature The ideal sealing time for standard vacuum bags is on position 3-4.
For thicker bags the button has to be fixed on higher position.
Attention! If the sealing temperature is fixed too high the heater bar can be damaged and
the bag will not be tight.

To adjust With the button for the vacuum the cycle time can be adjusted.
Vacuum level To adjust a reduced vacuum will cause a reduced shelf-live of the products.
For this reason adjust always the maximum cycle time for non-sensitive products.

To start sealing By pressing the "STOP" button the vacuum cycle will be stopped an the sealing will be activated.
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4. To check and change oil

For unobjectionable operation of the vacuum pump, the oil must be checked and if necessary
changed regularly.
To change the oil: Open the back side of the machine.
Remove the nut with a hexagon socket wrench and let the oil drip out entirely.
Screw the nut back on tightly.
Remove the oil fill nut on top of the pump and fill the pump with one of the prescribed oil types.
Filling quantity approx. 0,06 liter, so that the glass nut is almost immersed.
Important: There should definitely still be an air bubble at the top of the glass.
Too much oil can damage the pump.
5. Trouble shooting
Important: Unplug machine before opening!

¢ Maximum of vacuum can not be reached:
- Check oil level of the pump !
- Check quality of the oil ! The oil should be clear and liquid.
If room temperature is too low let the machine run several times to warm up the oil.

¢ Air rests in the vacuum bag:
a) Fix vacuum button on maximum position
b) Sealing temperature is to high. Sealing is not tight.
Reduce sealing time !
c) The oil quality of the vacuum pump is too bad.
Change the oil !
d) The product is packed too warm.
Cool down the product before packing !
Technical data:
Voltage and power consumption see on tag of machine, vacuum pump according to manufacturer, quantity of oil
0,6dl, sound level < 70 dB (A)

Technical modifications reserved



